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Abstract: Hydrogen sulphide (H2S) emissions are one of the major problems associated with sewer
networks. This gas, with its characteristic smell of rotten eggs is highly toxic and leads to the
corrosion of sewer infrastructures. To protect cities and ensure the safety of sewer workers, sewers
are commonly monitored using H2S gas sensors. In this work, three commercial H2S gas sensors for
air quality monitoring were compared at two different sites in Berlin, Germany. Two of the sensors
provide online access to data, while the other one is a data logger. Moreover, based on statistical
measures (RMSE, MAE, MB, and a graphical analysis), we evaluated whether a rotation/exchange
between data logger (reference) and online sensors is possible without significant differences in the
gas measurements. Experimental evaluation revealed that measurement differences are dependent
on the H2S concentration range. The deviation between sensors increases as the H2S concentration
rises. Therefore, the interchange between reference and online sensors depends on the application
site and the H2S levels. At lower ranges (0–10 ppm) there were no observed problems. Finally, to
support practitioners on-site, a management procedure in the form of a decision-making tool is
proposed for assessing whether gas sensors should be exchanged/rotated.

Keywords: air quality monitoring; decision making tool; gas sensors; hydrogen sulphide;
sewer systems

1. Introduction

Hydrogen sulphide (H2S) is one of the major concerns in sewer networks. It is a
malodorous gas with the characteristic smell of rotten eggs, highly toxic, and it is corrosive
to concrete and metal [1,2]. This gas is formed in the liquid phase under anaerobic con-
ditions; however, its effects are noticeable when released in the gas phase into the sewer
and the urban atmosphere [3]. In the liquid phase, under anaerobic conditions, sulfate
(SO4

2−) is biologically reduced by anaerobic bacteria (e.g., Desulfovibrio) to sulphide (S2−)
(Equation (1)). Moreover, during the biochemical oxidation of organic matter, hydrogen
ions are removed and react with a hydrogen acceptor, sulphide, to form hydrogen sulphide
(Equation (2)) [1].

SO2−
4 + organic matter

−−−−−−−−−−−−→
anaerobic bacteria S2− + H2O + CO2 (1)

S2− + 2H+ −−−−−−−→ H2S (2)

When released into the sewer gas atmosphere, the effects of H2S become notice-
able already at low concentrations (>0.5 ppm), causing unpleasant and strong malodors.
Moreover, irritation and nausea are expected at concentrations above 10 ppm, as well as
respiratory and eye injuries at above 50 ppm. Between 300 and 500 ppm, exposure to H2S
becomes life-threatening, and concentrations above 700 ppm are known to be lethal [2].

Moreover, the U.S. Environmental Agency [4] states that “deaths due to hydrogen
sulphide intoxication, which are reported regularly, are usually associated with exposure
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under occupation-related circumstances”. Therefore, due to the extreme toxicity of hydro-
gen sulphide, protective measures must be taken when working in its environment. For
this aim, the European Commission Directive 2009/161/EU [5] proposes an indicative
occupational exposure limit values (IOELV) for H2S of 10 ppm for a short-term exposure
limit (~15 min) and of 5 ppm for an eight-hour exposure. In order to protect sewer workers’
health from H2S exposure, as well as protecting urban areas from malodor and corrosion,
monitoring of the sewer air quality must be a priority. In addition, the accuracy and
performance of the sensors are crucial to save lives, and consequently, they are required to
be outstanding without exception [6].

As a common practice in sewer systems, H2S is monitored by the installation of gas
sensors in manholes used to identify sources “hotspots” of corrosion and odour as well
as provide information on the type and severity of the problems. Frequently, H2S levels
have been recorded using OdaLog sensors [7], which have been applied in several studies
worldwide [8,9]. Monitoring of the sewer atmosphere is often challenging because of its
harsh environment, associated with high humidity [10] and toxicity. Therefore, H2S gas
sensors need to be robust and should meet the following requirements: easy installation
and operation, easy calibration, low power consumption, fast response and low limits
of detection [6,11]. To date, several sensor types have been developed for this kind of
application, and the most common ones are: electrochemical sensors, optical sensors, sensor
arrays and metal oxide-semiconductor-materials-based sensors [6,11].

To ensure high-quality measurements, sensors need to be maintained properly and
regularly calibrated [12]. Moreover, some sensors need to be rotated at intervals because of
recommended refreshment periods due to the harsh environmental conditions. In some
applications, sensors might be scarce and need to be rotated between monitoring points.
When these problems arise, some questions should be asked: Are the sensor measurements
accurate? Is a sensor interchange possible without significant differences? How should
H2S sensors for sewer monitoring be managed?

Until now, these questions seem to remain unanswered in the literature. A similar
study was published recently on the same topic, but focusing on a comparison of H2S liquid
phase monitoring sensors [13]. Since 2004 several papers have been published centered
around the use of different materials and techniques for developing H2S sensors [14,15].
Recent ones (e.g., [6,11,16].) have reviewed the development and availability of H2S gas
sensor methods. Hoewever, these studies do not provide detailed information on the
practical application and continuous use of gas sensors in sewer systems. Therefore, a
practical comparison of H2S gas sensors addressing the importance of managing and
maintaining them is missing.

Therefore, in this work, we compare three commercial H2S gas sensors for air quality
monitoring in two different sewer installations in Berlin, Germany. Moreover, based on
performance criteria, we evaluate the possibility of a rotation/exchange between a reference
and two online sensors without significant differences in the gas measurements. Last, we
define a framework of possible guidelines to improve the management of H2S gas sensors
for continuous, reliable measurements by proposing a decision-making tool for comparing
gas sensors and assessing whether they should be rotated/exchanged.

2. Materials and Methods
2.1. Sensors

Three different H2S gas sensors were evaluated in this work. A short description of
the sensors is provided below and their technical data are summarised in Table 1.

• OdaLog® Logger L2 (Thermo Fisher Scientific Australia Pty Ltd., Scoresby, Australia):
Is an electrochemical gas data-logger with a measuring range between 0 and 200 ppm.
It is compact and portable (L = 196 mm, Ø 62 mm, w = 420 g) and is widely used
in wastewater and sewer applications [17]. For humid environments (>80% relative
humidity), regular refreshment periods are recommended by the manufacturer [17].
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This specific sensor is not provided with remote site logging; however, newer versions
of the sensor offer this feature. In this work, this sensor is used as a reference.

• SulfiLogger™ S1/X1-1020 (SulfiLogger™, Arhus, Denmark): Is a micro-electrochemical
sensor that can be used as a water sensor in the liquid phase or as a gas sensor in the
gas phase. Its measuring range is 0–1000 ppm in the gas phase and enables continuous
online monitoring as well as remote site logging. According to the manufacturer, this
sensor does not require refreshment periods. This sensor is also portable (L = 240 mm,
Ø 48.3 mm) and light weight (840 g) [18].

• MyDatasensH2S1000 BLE (Microtronics Engineering GmbH, Ruprechtshofen, Aus-
tria): Is equipped with an electrochemical sensor for measuring H2S gas in dif-
ferent wastewater applications. This sensor is also portable (height = 169 mm,
width = 106 mm, depth = 61 mm) with a measuring range of 0–200 ppm. According
to the manual, this sensor does not require refreshment periods [19]. However, if
the sensor is placed in a site with high H2S exposure, the manufacturer recommends
(telephone conversation on 20 August 2021) refreshing the sensor to extend its lifetime.
The sensor can only be calibrated by the manufacturer or a service partner and should
be calibrated at least once every six months. Indeed, the calibration procedure includes
a refreshing period while travelling to the manufacturer. Data can be monitored online
through a Bluetooth connection that provides access to the gas measurements [19].

Table 1. Summary of the sensors’ technical data.

OdaLog® Logger L2
[17]

Sulfilogger™
[18]

MyDatasensH2S1000
BLE
[19]

Sensor Type Electrochemical Microelectrochemical Electrochemical

Measuring Range 0–200 ppm 0–1000 ppm 0–200 ppm

Measuring
Intervals 1 s to 1 h intervals 1 s Adjustable, e.g., 1 min

Accuracy ±1% of full range ±5% of actual value 1% of signal [20]

Humidity range 15–90% non condensing 0–100% 15–90% non condensing

Battery Life >8 months
(logging)

~3 months
(6 h transmission) [21]

~2 years
(1 min measurement)

Data Logging or
Transmission

1 min logging = 29 days
5 min logging > 6 months 6 h transmission [21] ~3 h transmission

ATEX Certified Yes
II 1 G, Ex ia IIC T4 Ga

Yes
II 1G Ex ia IIC T4 Ga

Yes
II 2G Ex ib IIB T3 Gb

2.2. Sites and Conditions of Experimental Work

Sensor performance was evaluated at two sites: a local sewer manhole with variable
hydrodynamic conditions and a sewer pilot plant with both controlled flow and pumping
events. Both sites are located at the pumping station Neukölln II (Berlin, Germany), owned
by the Berlin water utilities (Berliner Wasserbetriebe, Berlin, Germany).

2.2.1. Sewer Manhole

The manhole has a 90 cm diameter at the top which widens at a lower depth. It is
4.6 m deep and is connected to a gravity sewer leading to the pumping station Neukölln II
(Figure S1). This sewer receives combined municipal wastewater from the surrounding
district. During the experimental time, the pH ranged between 6.39 and 9.43 with a
mean pH of 7.93 and the temperature between 10.91 and 19.08 ◦C with a mean value
of 16.09 ◦C. Sensors were installed for a two-week period at two depths: 2.5 m and 0 m
(just below the manhole cover). Due to refreshment recommendation of the sensors, two
different OdaLogs® and other two MyDatasensH2S1000 BLE were used at each depth.
As SulfiloggerTM does not require refreshment periods, only one sensor was used. All
measurements were recorded at one-minute intervals. Before each experiment, OdaLog®
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and SulfiloggerTM were manually calibrated on-site, while the MyDatasensH2S1000 BLE
were calibrated once by the manufacturer before the experimental work.

2.2.2. Sewer Pilot Plant

The sewer pilot plant (Figure 1A) is fed with wastewater from the pumping station
Neukölln II according to previously set pumping cycles (intermittent pumping). Typically,
the pH at this site ranges between 6.5 and 8, with a median value of approximately 7.5.
The water is transported into a pressure pipe and later on into a gravity pipe, where
H2S gas is released into the sewer atmosphere. The gravity pipe is set at a 1.18% slope
and has two manholes for gas measurements. All sensors were installed together for
four days in manhole B at 16 cm above the water level. Prior to the installation, the
OdaLog® and the SulfiloggerTM were calibrated on-site, and all sensors were set to record
at one-minute intervals.
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2.2.3. H2S Gas Development in Sewer Systems

Formation of H2S in sewer systems occurs under anaerobic conditions. These con-
ditions are usually present in pressure pipes and full-flowing gravity sewers; however,
partially filled pipes as well as sewer structures with a free water surface may also be
prone to H2S emissions [2]. During a pumping event, the wastewater is transported from
the pressure pipe into the gravity one, where the H2S is released into the headspace of
the pipe. According to Matos et al. 2019 [22], if ventilation is present, the horizontal H2S
gas transport follows a bell-shaped curved (Figure 1B) that can be explained in two steps.
First, the gas concentration rises because H2S is being formed and released due to the
pumping event. Second, after the pumping event, the H2S concentration decreases as it is
being outgassed and flushed out through the ventilation system [22]. This concentration
profile is also observed in the gas measurements carried out at the sewer pilot plant. Here,
ventilation is forced by an air suction system to ensure the researchers’ safety.

2.3. Control Test (Response Test)

To verify that all sensors were working correctly and that the recorded measurements
were credible, a control or response test was made to evaluate their response when exposed
to a known H2S gas concentration (article number: 14431, Siegrist GmbH, Karlsruhe, Ger-
many) and also to determine how close the measurements were to the known concentration.
Often, this test is carried out by comparing the sensor measurements with a standard anal-
ysis such as gas chromatography (GC). However, this paper intends to propose practical
procedures suitable for fieldwork. Therefore, a control test was made using a calibration gas
with a given concentration. To perform the test, we attached a flow cell to the measuring
point of the sensors and supplied a flow of H2S calibration gas with a 50 ppm concentra-
tion (article number: 14431, Siegrist GmbH) for five minutes. Each test was carried out
in a sealed chamber to ensure that sensors were exposed to similar conditions. Moreover,
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we performed the tests under ambient and extremely moist environments with relative
humidity (RH) levels of 46% and >93%, respectively, and temperatures ranging between 26
and 28 ◦C. It is important to test the sensors under extreme conditions as those typical in
sewer environments that may affect the sensors when wet, which could affect the readings
as well [23]. To achieve and control the relative humidity above 90% in the chamber, we
connected a continuous steam feed produced from a water bath (Figure S2). At the end of
each test, we flushed the chamber, the flow cell and the sensor with air and allowed the
sensor to refresh and stabilize before performing a subsequent test. RH and temperature
in the chamber were continuously monitored during the test using a hygrometer (Inkbird
IBS-TH1 Bluetooth Hygrometer/Thermometer, Inkbird, London, UK).

Sensors’ performance was evaluated by determining the accuracy of the sensors
during the control test. The accuracy is expressed as a percentage of the actual reading
and is computed as the difference between the actual (50 ppm, calibration gas) and the
measured value [24].

2.4. Statistical Analyses

Comparison of the sensors was assessed in two different ways. First, quality perfor-
mance criteria were computed and, second, graphical analyses were carried out.

2.4.1. Data Overview and Handling

As the pilot plant is operated under controlled conditions and previously set pumping
cycles, data were divided into two sets: gas transport and no transport. The first one
includes both steps involved in the horizontal gas transport (Figure 1B): the H2S build-up
(step 1) when wastewater is pumped for 30 min, and the H2S decrease (step 2) after the
pumping event (30 min). The second data set includes the remaining measurements where
there is no horizontal gas transport. This division allows the assessment and comparison
under different conditions. Moreover, during this experiment, a zero offset was observed
in the data recorded by the SulfiloggerTM. This offset was corrected prior to the sensor
comparison, and a detailed description of the correction procedure is provided in the
Supplementary Materials.

In the manhole, the variable hydrodynamics conditions do not favour the division
of the data into two sets, therefore this procedure was not carried out. Sensor data were
smoothed with a centered rolling average using a five value window.

2.4.2. Quality Performance

Quality performance was evaluated by three different criteria: the root mean square
error (RMSE), the mean absolute error (MAE) as well as the mean bias (MB), whose
equations are presented in the Appendix A (Table A1). All criteria are computed by
comparing sensor measurements with a reference. The oldest sensor used at this site is the
OdaLog® and is considered as the reference device in this work. It must be noted that this
is one of the standard sensors used in sewer applications and has been used worldwide in
a large number of studies such as [9] (Canada), [8] (Denmark) and [25] (Australia).

• Root Mean Square Error (RMSE): Measures the average magnitude of the differences
between the online sensor and the reference sensor [26]. Its optimum value is 0.0.

• Mean Absolute Error (MAE): Measures the mean of the absolute differences between
the measurements of the reference sensor and the online sensor. It varies between 0.0
and a large positive value, with 0.0 being the optimum value.

• Mean Bias (MB): Is similar to the MAE, with the only difference being that the Mean
Bias takes the direction of the differences into account. The optimal value of MB is also
0.0, meaning that both sensors measure on average equally. A positive value indicates
an underestimation of the online sensor. On the contrary, a negative value means that
the online sensor overestimates the measurements with respect to the reference sensor.
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To evaluate the performance criteria, we defined a rating system based on practical
experience (Table 2). According to this rating system, two sensors show no significant
differences/are exchangeable if at least three of the criteria are rated good or better.

Table 2. Rating of the performance criteria.

RMSE
(ppm)

|MAD|
(ppm)

MB
(ppm)

Graphical Analysis
(Points within the 0–5 ppm Range)

(%)

Very good <3 <1 <1 100–85

Good 3–8 1–3 1–3 85–70

Satisfactory 8–15 3–5 3–5 70–66

Unsatisfactory ≥15 >5 >5 <66

2.4.3. Graphical Comparison—Difference Plot with Respect to the Line of Equality

In this work, we propose a graphical method to easily analyze and compare the measure-
ments of two H2S gas sensors. The method is a simplified difference plot (Figure 2B) based
on the one proposed by Bland and Altman 1999 [27] (Figure 2A). In this plot, the sensor
differences (Reference Sensor-Online Sensor, y-axis) are plotted over the experimental time
(x-axis). As stated before, the OdaLog® is used as the reference sensor. The main advantage
of this new plot is that it does not require a normal distribution of the differences since the
limits of agreement are not calculated based on the data distribution. Moreover, plotting
the data over the time series eases the visualization of the differences and also accounts for
changes and robustness of the methods over time.
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3. Results and Discussion
3.1. Sewer Manhole

Figure 3 shows the computed difference plots of the gas measurements recorded at
the sewer manhole. Plots (A)–(B) present the results obtained at 2.5 m depth, and plots
(C)–(D) those at 0 m, below the manhole cover. Gas concentrations measured at this site
were relatively low, which might be attributed to the high pH levels (mean 7.93) observed.
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2.5 m (A,B) and at 0 m (C,D) below the manhole cover.

First, the results at 2.5 m depth are analyzed. At this depth, the average H2S concen-
tration was 1.2 ppm and the maximum 7 ppm, with the air temperature ranging between
11.10 and 14.90 ◦C. The plots show the difference between the measurements recorded by
the reference (OdaLog®) and the online sensors MyDatasensH2SBLE 1000 (Figure 3A) and
SulfiloggerTM (Figure 3B). MyDatasensH2SBLE 1000 shows the closest agreement with the
reference sensor, 99.95% of the measuring points lie within the acceptable range, the mean
bias being 0.13 ppm. SulfiloggerTM measurements are also in good agreement with the
reference sensor; however, SulfiloggerTM tends to underestimate the H2S concentration
(mean bias—1.12 ppm). The difference plot also reveals a fluctuating pattern caused proba-
bly by intermittent pumping events, where differences increase during H2S concentration
peaks and may lie outside the acceptable range (±5 ppm). At 2.5 m depth, the sensor
performance could have been affected by a higher humidity level, as the relative humidity
increases with depth [22]. Nevertheless, Sulfilogger performed rather well evene below its
detection limit (1% of full range, 0–1000 ppm) [18].

According to the presented criteria Table 1, the MyDatasensH2SBLE 1000 sensor
performs very well in all categories, while the SulfiloggerTM is rated as very good in the
RMSE (1.69 ppm) and graphical analysis (96.76%), and as good in the remaining ones.
According to this rating system, when two sensors show no significant differences in at
least three of the criteria, rating good or better, they are exchangeable. In this case, both
sensors meet the above criteria, so they are exchangeable with the reference one.

Second, the performance of the sensors just below the manhole cover (0 m) is described.
Here, the measured H2S concentration was on average 0.77 ppm with a maximum of
32 ppm, and the air temperature ranged between 8.46 and 14.30 ◦C. Both online sensors
present behaviours similar to those observed at the previous depth. In this case, the
mean bias for MyDatasensH2SBLE 1000 is −0.25 ppm and for SulfiloggerTM −1.47 ppm,
indicating that both sensors tend to underestimation. Two possible explanations for this
behaviour are: (a) the sensors are located directly underneath the ground surface and can
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be influenced by open-air conditions; (b) in cold weather, H2S tends to accumulate at the
deepest manhole point due to its higher density [28].

Regarding the difference points, at least 98% lie within the acceptable range for both
sensors. As in the previous case, both sensors can be exchanged with the reference one, as
both are rated as good or better in at least three of the criteria (Table 3).

Table 3. Performance criteria computed with the sensor measurements at the sewer manhole at 2.5 and 0 m above the
water level.

2.5 m 0 m

RMSE
(ppm)

|MAD|
(ppm)

MB
(ppm)

Graph.
Analysis

(%)

RMSE
(ppm)

|MAD|
(ppm)

MB
(ppm)

Graph.
Analysis

(%)

OdaLog®-
MyDatasensH2SBLE

1000
0.16 0.14 0.13 99.95 0.31 0.28 −0.25 99.95

OdaLog®-
SulfiloggerTM 1.69 1.14 −1.12 96.76 1.70 1.48 −1.47 98.15

3.2. Sewer Pilot Plant

H2S concentrations measured at the sewer manhole ranged between 0 and 10 ppm,
indicating low exposure to H2S. Therefore, to test the sensors’ performance at higher con-
centrations, they were installed for four days in the gravity pipe of the sewer pilot plant. At
this site, the H2S concentration can be partially controlled by previously set pumping cycles,
which are used to regulate the wastewater residence time in the system, a key parameter
for H2S generation. During this control experiment, the H2S concentration in the gas phase
ranged between 0–146 ppm and the temperature between 11.4–17.8 ◦C. Figure 4 shows the
measurements recorded by the sensors. All sensors were able to correctly identify the periods
where gas transport was taking place (concentration peaks) and those where there was no
transport (flat lines).
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In addition, it can be observed that the SulfiloggerTM had a zero offset throughout
the experiment, which was corrected later on during the data analysis as described in
the Supplementary Materials. The zero offset prevented the sensor from measuring zero
even when there was no H2S in the gravity pipe and this decreased over time. Possible
causes for this could be: (a) blockage of the sensor by sanitary solids that accumulated at
the measuring tip for an extensive period (at least 3 days) during previous liquid phase
monitoring studies; (b) Although not stated by the manufacturer, the possible missing
refreshment period before changing phases could explain the decreasing offset as an
indication of a sensor adjustment to the new environment. After correction of the data, the
SulfiloggerTM measurements show a good agreement with those from the OdaLog® and
the MyDatasensH2S1000 BLE sensor. The results presented here were computed using the
corrected values.

To evaluate the performance of the sensors, difference plots (Figure 5) and criteria
(Table 4) were computed as in the previous site. Furthermore, the sensor’s response was
evaluated under two different conditions (gas transport and no transport) as both are
present in sewer systems and need to be jointly monitored.
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Table 4. Performance criteria computed with the sensor measurements at the sewer manhole.

Gas Transport No Transport

RMSE
(ppm)

|MAD|
(ppm)

MB
(ppm)

Graph.
Analysis

(%)

RMSE
(ppm)

|MAD|
(ppm)

MB
(ppm)

Graph.
Analysis

(%)

OdaLog®-
MyDatasensH2S

8.29 4.29 −4.17 75.98 1.21 1.03 −1.03 99.51

OdaLog®-
SulfiLoggerTM

Corrected
4.88 2.93 −2.58 81.29 1.45 0.95 −0.63 99.56
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Starting with “no transport” conditions, Figure 5A,B show that over 99% of the
measured differences for both online sensors are within the acceptable range (0 ± 5 ppm).
MyDatasensH2S1000 BLE (Figure 5A) overestimates the H2S measurements constantly
with a mean bias of −1.03 ppm, while the SulfiloggerTM (Figure 5B) shows a fluctuating
pattern with a mean bias of −0.63 ppm.

Second, the computed differences are larger for both sensors under gas transport con-
ditions than in the no transport case. This behaviour appears at higher H2S concentrations,
where both sensors overestimate the gas concentration with respect to the reference one
(OdaLog™). Under these conditions, SulfiloggerTM also shows a better agreement with the
reference (MB = −2.58 ppm) than MyDatasensH2S1000 BLE (MB = −4.17 ppm).

Third, Table 4provides an overview of the computed results for the performance
criteria. According to the ranking system, two sensors are exchangeable if at least three
criteria are rated good or better. On the one hand, the OdaLog® can be exchanged for the
SulfiLoggerTM, since all criteria are rated good or very good during both gas transport
and no transport conditions. On the other hand, MyDatasensH2S1000 BLE does not meet
these criteria for gas transport conditions, as only the graphical analysis is rated as good,
while the remaining criteria are rated as unsatisfactory. This might be attributed to the fact
that this sensor could not be calibrated on-site because only the manufacturer is allowed
to perform callibrations. Under the no transport conditions, the results are in agreement
with those from the sewer manhole, where H2S concentrations were lower. Therefore,
MyDatasensH2S1000 BLE would only be suitable for interchange in sites where low H2S
emissions are expected.

At this site, SulfiloggerTM shows the closest agreement with the reference sensor.
Nevertheless, it should be noted that the SulfiLoggerTM measurements were corrected
previously because of the zero offset.

Last, we evaluated the mean absolute error (Figure 6A) as well as the percentage
of points within the previously defined acceptable range (Figure 6B) at different H2S
concentration levels. At lower concentrations (0–10 ppm), the agreement between online
sensors and reference sensor is good for the MAE, with both values below 2 ppm, and
very good for the graphical analysis, with over 95% of the measured differences within
the ±5 ppm range. As the H2S concentration rises, the agreement between the sensors
decreases. For higher concentrations (10–20 ppm), the agreement between the sensors is
already considered unacceptable for both criteria. At a concentration higher than 50 ppm,
the mean absolute error for MyDatasensH2S1000 BLE is 34.03 ppm, which is twice as
high as the one for SulfiLoggerTM (15.37 ppm). In addition, the percentage of measured
differences within the acceptable range is 4% for MyDatasensH2SBLE 1000 and 21% for
SulfiLoggerTM. According to these results, an exchange between reference and online
sensors is only recommended in the lower range (0–10 ppm).

These results highlight the need to evaluate each sensor’s performance at different
concentration levels. High accuracy and a close agreement between sensors are crucial in
the lower range to comply with the occupational health and safety exposure limit values
(10 ppm, 8 h exposure) and to minimize fatalities [6]. Furthermore, a low accuracy in the
higher H2S concentration range can lead to an erroneous strategy for odour and corrosion
mitigation plans. For example, it can lead to chemicals overdosing for H2S control when
the overestimated H2S measurements recorded by the sensor are accepted.
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3.3. Control Test Results

Figure 7A shows the sensors control test curves at a 50 ppm H2S concentration and
a relative humidity of ~46% (ambient conditions). This concentration was supplied by
a calibration gas (article number: 14431, Siegrist GmbH, Karlsruhe, Germany) and is
used in this test as the actual value. This concentration was chosen as the measured H2S
concentrations in this study were mostly in the lower and medium range. According
to the figure, all sensors, with exception of the SulfiLogger™, reached a nearly constant
concentration after three minutes. The final results (5 min) reveal that SulfiLogger™
had the lowest bias (0.1 ppm) with respect to the known gas concentration (50 ppm)
and, therefore, also the best accuracy (0.18%). Moreover, it can be observed that the
SulfiLogger’s control test curve does not start near zero—this might have been caused
by some remaining H2S gas in the flow cell. OdaLog® sensors over- and underestimated
the known concentration with a mean bias of 1.9 ppm and an average accuracy of 3.8%.
Both MyDatasensH2S1000 BLE sensors showed the same behaviour, underestimating the
H2S concentration with a mean bias of 7.1 ppm and an average accuracy of 14.16%. The
computed accuracy values for OdaLog® and SulfiLogger™ are in agreement with those
stated by their manufacturers: 5% of full range [17] and 1% of actual value [18], respectively.
Regarding the MyDatasensH2S1000 BLE sensors, the observed accuracy is lower than that
described by the manufacturer (1% of signal, [19]). This observation can be explained by
the fact that these sensors were not calibrated before the control test since this can only be
carried out by the manufacturer or a service partner.
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Moreover, poorly ventilated sewer systems are known to be humid environments (RH
80–100%), which can affect the sensor measurements and their accuracy [10]. Therefore, a
second control test (50 ppm) was carried out under extreme humid conditions (RH > 90%).
Figure 7B shows the control test curves under these conditions. In this case, the sensors
were prone to underestimation. Four out of five sensors maintained or improved their
response during the short term exposure. OdaLog® sensors were measured with the lowest
mean bias (1.5 ppm) and the highest mean accuracy (3%), indicating a slightly improved
performance. A similar behavior was observed by MyDatasensH2S1000 BLE, which also
showed a slight improvement in the computed mean bias (6.58 ppm) and accuracy (13.16%).
These results indicate that the performance of both sensors is not affected by short term
exposure to extreme humid conditions.

On the contrary, SulfiLoggerTM performed as well as MyDatasensH2S1000 BLE; how-
ever, its performance was affected by the high relative humidity, with an increase of the
mean bias of 6.65 ppm and a decrease in the accuracy of 12.98%. According to the manufac-
turer, this sensor should operate for long time periods under a 100% RH as it is designed to
be submerged in the liquid phase as well. Nevertheless, this behavior could not be verified
in the short term exposure of the control test.

As a final observation, this control test only shows results for a short term exposure.
According to Thermo Fisher Scientific Australia Pty Ltd. [17], continuous exposure to high
humidity levels may lead to their sensor picking up water or leaking acid. Therefore,
before their installation in extreme humid environments, long term exposure of the sensors
to these conditions should be evaluated. Should this be the case, the robustness of the
sensor can be improved by increasing the sensor’s surface temperature, as proposed by
Liu et al. [10].

3.4. Challenges, Advantages and Disadvantages of the H2S Gas Sensors

Compared to H2S liquid phase sensors, fewer challenges are related to the use and
maintenance of gas phase sensors as they are naturally prevented from clogging and
fouling as well as from the accumulation of grease and/or sanitary solids that occur in the
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wastewater (liquid phase) [13]. However, some sensor-specific challenges were observed
during this work.

When using the SulfiLoggerTM at the sewer pilot plant, a zero offset was observed in
the recorded measurements. Based on our experience using the sensor for liquid phase
monitoring before this study was undertaken, we presume that the offset could have been
caused by changing the sensor from the liquid into the gas phase without a refreshing
time. Moreover, long-term measurements in the liquid phase could have also affected
the sensor measurements due to clogging, the accumulation of sanitary solids, and/or
grease at the tip of the sensor [13]. To correct this problem, a zero calibration is required
and recommended before installing the sensor in the gas phase. Moreover, during the
experimental period, the data transmission to the server usually suffered from delays
and needed to be manually activated on-site. However, the manufacturer claims that this
problem has been already solved.

Regarding the OdaLog®, it is a data logger and, therefore, real-time connectivity is
missing. The sensor requires regular refreshment periods and maintenance by a practitioner,
who downloads the data manually on-site. Consequently, it cannot be used for early
warning systems nor online monitoring. However, an online version of this sensor is also
available (OdaLog® RTx).

The major challenge when measuring with the MyDatasensH2S1000 BLE sensor is
that it cannot be calibrated on-site by a practitioner, only by the manufacturer. This missing
feature does not allow users to check the performance and accuracy of the sensor before
being installed. In addition, should the sensor not be working correctly, it could not be
calibrated on-site to assess the problem.

Furthermore, all sensors evaluated in this work also share some main advantages:
they are portable, ATEX proofed, provide continuous measurements, and do not require
chemical agents. However, each sensor also has its disadvantages. Therefore, to help
practitioners and researchers on the field, a summary table with the observed advantages
and disadvantages of the sensors is provided in Table 5.

Table 5. Advantages and disadvantages of the gas phase H2S sensors used in the study.

Advantages Disadvantages

OdaLog® Logger L2

• Easy calibration
• Easy installation
• Battery Life (>6 months)

• No online access to data
• Regular refreshment periods are recommended
• Database required for long-term monitoring and

data visualization (only shows data for given
measured period)

SulfiLogger™

• Gas and liquid phase measurements
• Easy calibration
• High measuring range 0–1000 ppm

• Additional installation accessories (Sensor + Power
Combox) required

• Battery life (~3 months, 6 h transmission rate)
without power supply

• During this experiment, delayed data transmission
to server

• During this experiment, offset when changing
phases (liquid to gas)

MyDatasensH2S1000 BLE

• Easy installation
• Reliable data transmission to server
• Battery Life ~3 years

• Calibration only by the manufacturer
• Refreshment periods are recommended when

measuring at high concentrations
• Decreasing accuracy when the sensor is not

calibrated regularly

Finally, from an economic point of view, the OdaLog® is the cheapest sensor (EUR
~1800), followed by MyDatasensH2S1000 BLE at a total price of EUR ~4300 including
maintenance service. The SulfiLoggerTM is the most expensive one with an estimated
overall price of EUR 6000 including installation accessories.
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3.5. Flowchart

The results presented in this paper show that there can be significant differences
between the measurements of two different H2S gas sensors. Nevertheless, for sewer and
air quality management, an exchange and/or rotation of sensors is required. Especially
if the employed sensors need refreshment periods or if only a limited number of sensors
is available. If any of these cases occur, a management plan for sensor rotation/exchange
should be established. To ensure high quality and accurate measurements within the
management plan, measurement differences between sensors need to be evaluated pre-
viously. Therefore, we propose an on-field procedure in the form of a decision-making
chart (Figure 8) for comparing gas sensors and assessing whether and when they should
be rotated/exchanged.
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The decision-making chart is designed to help practitioners on-site to easily and
quickly assess if an exchange/rotation of sensors is possible. The key points in the chart
are: calibration of the sensors, in situ testing, as well as computing and checking the quality
performance criteria.

For future investments, if more than two sensors are being compared, a ranking
system can be established to assess which sensor is best suited for the studied application.
For this work, we proposed a ranking system based on three main categories: mode of
operation, reliability and economic aspect. More information on the ranking system as well
as on its results is provided in the Supplementary Materials.

4. Conclusions

The two main objectives of this work were to compare the performance of three H2S
commercial sensors for air quality monitoring in sewer systems and to assess whether they
can be rotated/exchanged without showing significant differences in the measurements.

Regarding the first objective, the comparison displayed that all sensors have advan-
tages and disadvantages. The SulfiLoggerTM showed the best accuracy (0.18%) during
the control test under normal conditions; however, its accuracy decreased (13.52%) under
extremely humid conditions (RH > 90%). On the other hand, the OdaLog® performed
better with a high humidity level (3% accuracy) than under normal conditions (3.8%).
MyDatasensH2S1000 BLE had a similar behavior, although it performed the worst with an
average accuracy of 14.18% under normal conditions.
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Concerning the second objective, the experimental results confirm that measurement
differences between sensors do exist and that they are dependent on the H2S concentration
level. Deviation between sensors increases as the H2S concentration rises. Under no
transport conditions as well as under low concentrations (0–10 ppm) the OdaLog® sensor
is exchangeable with both SulfiLoggerTM and MyDatasensH2S1000 BLE. However, under
gas transport conditions as well as with high H2S concentrations, an exchange without
significant differences is only possible with the SulfiLoggerTM.

We also propose that sensor exchange, when necessary according to the H2S concentra-
tion, would be the result of our designed decision making tool shown in Figure 8.

Supplementary Materials: The following are available online at https://www.mdpi.com/article/
10.3390/su131910779/s1, Figure S1: Installation of the sensors in the manhole used for comparing
the sensors; Figure S2: Set-up of the control test; Table S1: List and description of the performance
indicators; Table S2: Example of the sensor ranking according to the results from the performance
indicators; Table S3: Sensor ranking based on the performance indicators described in Table S2.
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Appendix A

Table A1. Criteria used for evaluating the sensors’ performance. n is the sample size, RM is
the H2S measurement of the reference sensor in (ppm), M is the H2S measurement of the online
sensor in (ppm).

Criteria Short Name Formula

Root Mean Square Error RMSE =

√
1
n

n
∑

i = 1
(RM−M)2

Mean Absolute Error MAE = 1
n

n
∑

i = 1
|RM−M|

Mean Bias MB = 1
n

n
∑

i = 1
(RM−M)
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